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SSX 210 Salt Meter Set
with gold-plated electrodes probe

•	 Automatic deactivation
•	 Approximately 5 years 

battery life time

Technical Data
Measurement range 0  ...  100

Resolution 1 Digit

Accuracy (at +25 °C / 77 °F) ±1 Digit

Operating temperature +10 °C ... +40 °C (50 °F ... 104 °F)

Measurement rate 1 s to 15 s, adjustable

Deactivation Automatically after 5 min., deactivatable

Protection class IP 54

Dimensions (L x W x H) 100 x 46 x 25 mm

Housing material ABS

Probe 2-conductor-measurement probe with gold-plated 
electrodes

Probe cable Silicone

Weight Approximately 200 g

Battery Lithium 3 V / 1 Ah, type CR2477

Battery lifetime	 Up to 5 years, depending on use

Type Description Part No. 
SSX 210-Set Salt meter set (consisting of salt meter and case) 1340-5211

Type Description Part No. 
AG 140 Protective cover for handheld devices, red 1340-5005

AG 160 Stainless steel bracket 1340-0595

AG 161 Stainless steel bracket for TFN devices with 
protective cover AG 140

1340-0596

AG 140 Protective cover for handheld 
devices, red

Accessories for SSX 210

AG 161 Stainless steel bracket for TFN 
devices

AG 160 Stainless steel bracket
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