Cold Chain and Process Monitoring | EBI 25 Wireless Data Logger System

EBI 25-T Wireless Temperature Data Logger
with internal temperature sensor

Technical Data

’
BEES

Measurement range

-30°C ... +60°C(-22 °F ... +140 °F)

Accuracy +0.5°Cat-20°C...+40°C

(0.9 °F at -4 °F ... 104 °F)

+0.8 °C (£1.4 °F)

for the remaining measurement range
Sensor NTC
Protection class IP67

Dimensions (L x W x H)

95 x48 x 27 mm

Type Description

Part No.

EBI 25-T Wireless temperature logger (with internal sensor) 1340-6200

EBI 25-TE Wireless Temperature Data Logger

with external probe

Technical Data

4
BEES

Measurement range

-40°C ... +85°C (-40 °F ... +185 °F)

Accuracy

+0.5°C

at-20°C ... +40 °C (0.9 °F at 4 °F ... 104 °F)
+0.8 °C

at-30°C...-20°C/ +40°C ... +60 °C
(£1.4°Fat-22 °F ...-4 °F / +104 °F ... +140 °F)
+1.5°C

at-40°C..-30°C/+60°C...+85°C

(£2.7 °F at -40 °F ... -22 °F / +140 °F ...+185 °F)

Sensor

NTC

Probe

@ 3.8 mm, L=65mm, with 2 m PUR cable

Protection class

IP 67

Dimensions (Lx W x H)

95 x 48 x 27 mm (without probe)

Type Description

Part No.

EBI 25-TE Wireless temperature logger (with external probe)  1340-6201
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