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External Probes for GFX 460 B
Pt 100, 4 conductors class A, Lemo size 1

TPX 130 blunt probe
(Needle length = 200 mm, 
Ø 3 mm, stainless steel needle, 
up to +400 °C)

TPX 230 pointed probe
(Needle length = 200 mm, 
Ø 3 mm, stainless steel needle, 
up to +400 °C)

Technical Data
Accuracy Pt 100, 4 conductors class A,   size 1

Type Description Part No. 
TPX 130 Blunt probe, needle length = 200 mm, Ø 3 mm 1341-5437

TPX 230 Pointed probe, needle length = 200 mm, Ø 3 mm 1341-5438

TPX 330 Blunt, glass coated probe, needle length = 190 mm, 
Ø 8 mm

1341-5439

TPX 330 blunt, glass coated 
probe
(Needle length = 190 mm, 
Ø 8 mm, stainless steel needle, 
up to +400 °C)

 TFN-520/530 Series 1-/2-Channel-Thermometers

General Technical Specifi cations
Measurement range type K -200 °C … +1200 °C (-328 °F ... +2192 °F)
Measurement range type J -100 °C … +800 °C (-148 °F ... +1472 °F)
Measurement range type T -100 °C … +300 °C (-148 °F ... +572 °F)
Measurement range type E -100 °C … +600 °C (-148 °F ... +1112 °F)
Accuracy at +25 °C, type K ±0.3 °C (-99.9 °C … +250 °C)
Accuracy at +25 °C, type J ±0.3 °C (-50 °C … +190 °C)
Accuracy at +25 °C, type T ±0.3 °C (-50 °C … +220 °C)
Accuracy at +25 °C, type E ±0.3 °C (-50 °C … +150 °C) ±0.5 % for the remaining measurement range
Resolution type K 0.1 °C (-99.9 °C … +250 °C), 1 °C for the remaining measurement range
Resolution type J 0.1 °C (-99.9 °C … +190 °C), 1 °C for the remaining measurement range
Resolution type T 0.1 °C (-99.9 °C … +220 °C), 1 °C for the remaining measurement range
Resolution type E 0.1 °C (-99.9 °C … +150 °C), 1 °C for the remaining measurement range
Operating temperature -5 °C … +50 °C
Storage temperature -25 °C … +60 °C
Sampling rate 0.5 sec … 15 sec
Sensor External; Thermocouple type K, J, T, E
Battery Lithium, 3V CR 2477
Battery lifetime 5 years
Dimensions (l x w x h) 115 x 54 x 22 mm
Weight Approximately 90 g
Housing material ABS

GFX 460 B + TPX 130

GFX 460 B + TPX 230

GFX 460 B + TPX 330

GFX 460 B + TPX 230
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