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Type Description Part No. 
TPX 310-P1 External sensor for EBI 310 TX 1341-6338

TPX 310-P2 External sensor for EBI 310 TX 1341-6339

TPX 310-P3 External sensor for EBI 310 TX 1341-6340

TPX 310-P4 External sensor for EBI 310 TX 1341-6341

TPX 310-P5 External sensor for EBI 310 TX 1341-6342

TPX 310-P6 External sensor for EBI 310 TX 1341-6343

TPX 310-P7 External sensor for EBI 310 TX 1341-6344

Exchangeable probes for EBI 310 TX

Temperature Accuracy
-200…-100 °C -328…-148 °F 1.7 °C

-100…-20 °C -148…-4 °F 1.2 °C

-20…+60 °C -4…+140 °F 1.0 °C

+60…+200 °C +140…+392 °F 1.7 °C

Temperature Accuracy
-50…+60 °C -58…+140 °F 0.6 °C

+60…+180 °C +140…+356 °F 0.9 °C

Temperature Accuracy
-50…+60 °C -58…+140 °F 0.5 °C

+60…+180 °C +140…+356 °F 0.8 °C

Temperature Accuracy
+100…+250 °C +212…+482 °F 1.1 °C

+250…+400 °C +482…+752 °F 1.4 °C

Temperature Accuracy
-50…-20 °C -58…-4 °F 0.5 °C

-20…+60 °C -4…+140 °F 0.6 °C

+60…+180 °C +140…+356 °F 0.8 °C

Temperature Accuracy
-50…+60 °C -58…+140 °F 0.7 °C

+60…+180 °C +140…+356 °F 1.0 °C

Temperature Accuracy
-50…+60 °C -58…+140 °F 0.9 °C

+60…+180 °C +140…+356 °F 1.1 °C

TPX 310-P1
• Measurement range: 

-200 °C ... +200 °C  (-328 °F ... +392 °F)
• Needle: L = 45 mm, Ø = 5 mm, blunt
• Cable: PTFE, L = 3 m

TPX 310-P2
• Measurement range: 

-50 °C ... +180 °C (-58 °F ... +356 °F)
• Needle: L = 130 mm, Ø = 3 mm, blunt
• Cable: PTFE, L = 3 m

TPX 310-P3
• Measurement range: 

-50 °C ... +180 °C (-58 °F ... +356 °F)
• Needle: L = 130 mm, Ø = 3 mm, blunt
• Cable: PTFE, L = 1 m

TPX 310-P4
• Measurement range: 

+100  °C ... +400 °C (+212 °F ... +752 °F)
• Needle: L = 50 mm, Ø = 1.5 mm, blunt
• Cable: metal wrapped, L = 3 m, not waterproof

TPX 310-P5
•  Measurement range: 

-50 °C ... +180 °C (-58 °F ... +356 °F)
•  Probe: L = 130 mm, Ø = 3 mm, blunt
•  Cable: PTFE, L = 5 m

TPX 310-P6
• Measurement range: 

-50 °C ... +180 °C (-58 °F ... +356 °F)
•  Probe: L = 130 mm, Ø = 3 mm, blunt
•  Cable: PTFE, L = 7.5 m

TPX 310-P7
•  Measurement range: 

-50 °C ... +180 °C (-58 °F ... +356 °F)
•  Probe: L = 130 mm, Ø = 3 mm, blunt
•  Cable: PTFE, L = 10 m

79


	Data Loggers
	Validation Data Loggers
	Data Loggers for Routine Control
	Data Loggers for Validation and Routine Control
	Validation andRoutine ControlSets
	Cold Chain and Process Monitoring

	Software
	Handhelds
	Temperature
	Humidity
	pH& Conductivity
	Pressure
	Concentration
	Food inspection
	Room climate

	Calibration﻿
	More
	Conditions of Delivery and Payment
	Fax Order
	Index by Type
	Index by Part No.
	Our Services for You


